
ARTICLE X  
  

STORM SEWER PLACEMENT  
  
Section ST 1000  

Storm Sewer Placements  
Placement of storm sewers need not be restricted to the roadway construction 
area and generally shall be placed within the street right-of-way outside the 
paved roadway and gutter area.  However, consideration must be given to other 
existing and/or proposed features in these areas.  (See Sections ST 307 through 
311 for additional information).  

  
All storm sewers, except those within the right-of-way of Hamilton County roads, 
shall be approved by the Hamilton County Department of Public Works.  Location 
of storm sewers within the existing or proposed right-of-way or highway 
easement, of Hamilton County roads shall be as approved by the Hamilton 
County Engineer.  
  
Section ST 1001  

"As-Built" for Storm System  
Following installation and prior to acceptance of public owned 
storm system, actual field verified "As-Built" drawings (prepared by 
a Surveyor registered in the State of Ohio) must be supplied to the 
Hamilton County Department of Public Works.  Drawings shall be 
on tracing cloth or film, and standard 24" x 36" sheets.  The 
following minimum information must be included:  
 

(1) Complete plan view of entire storm system,  
(2) Distances between structures, or length of pipe,  
(3) Grade, size and material of all pipes,  
(4) Horizontal angles at all horizontal changes in pipe 

runs,  
(5) Drainage structures are to be referenced by way 

of two (2) offset dimensions, one (1) from the 
right-of-way line and one (1) from the nearest 
lot line,  

(6) Invert elevation of all pipes,  
(7) Type, and invert and top elevation of all 

structures,  
(8) Accurate location of storm easements referenced 

to both storm system and property lines.  
(9) Surveyor's seal and signature.  
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